
243 HANOVER STREET 
REVISIONS AND MATERIAL SPECS

OUTLINE

1.   SUMMARY OF CHANGES

2.   ITEM SPECS

2.1.WINDOWS (WOOD 6/6 PANE OR 6/1)

2.2.GUTTERS (ALUMINUM HALF ROUND)

2.3.PATIO DOORS (WOOD)

2.4.  BACK DOOR (WOOD PANEL)

2.5.  METAL ROOFING

2.6.WOOD SIDING 1”X8”(original wood true 1”x6”)



SUMMARY OF CHANGES AND SCOPE OF WORK

! Please ignore the material on the drawings...  

Refer to the specs attached for the new material being 

used.  Also, the new siding being put on the house will 

be real wood 1x8” shiplap siding!  Please replace all 

current labels with the new materials...  Roof will now 

be metal, the doors are wood, the trim is wood, the 

windows will be wood, and the gutter will be half 

circle.  The back half of the house has a one story 

addition that we are building over top of.  We are 

going to remove the roof of the first floor addition and 



cantilever about 3’8” to sit flush with the existing 

second floor.  

! The second floor will then be extended back flush 

on both sides of the narrow house back over the first 

floor creating a livable space for a young military 

couple who are trying to start a family.  

! The house on the first floor is only about 12’ wide 

and this will make the second floor 15’5” wide.  This 

will allow us to fit a bathroom and give them space to 

have another room for their family.  The first floor and 

ground will not be touched, however we are willing to 

change the current vinyl windows on the first floor to 

larger wood windows to keep the historic value of the 

house and also make the house windows on the first 

floor match the ones on the second...  Please let me 



know if I missed anything.  I know it’s hard to tell, but 

this is in no way effecting the historic nature of this 

house.  The only way it could be somewhat historic is 

if we are granted this permit and can switch out the 

vinyl windows, metal backdoor, and cementitious 

siding material back to what it would be.  Therefore 

anywhere that it says we are adding anything that’s 

not wood, besides the roof and gutter, please see the 

spec sheet for that item because it will now be 

installed as a wooden item instead of what is on the 

drawings.  Decided to also install a 6’x8’ Balcony for 

them which is over their current deck.  No plants or 

lawn will be affected by this addition.

! Also, for your humor, I will attach a picture of me 

doing my first CAD drawing trying to show you guys 



the new materials being installed on the house.  It’s 

comical but also somewhat informative to what we are 

looking to do!  The colors will match the current 

house colors.  Windows white and wood siding is a 

yellowish color that will be matched.  Thanks so much 

for your time and have a great day!

 Johnny Kallis

Please enjoy a good laugh!   

(See Attached Rough Drawing)
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SITELINE WOOD WINDOWS
SITELINE DOUBLE HUNG

SCALE:NTS

Johnny

Johnny

Johnny

SEE WOOD WINDOW DETAIL IN RED BOX

 “RECTANGULAR’ SPEC IN COLORED BOX WILL BE USED WITH A 6/6 PANE OR A 6/1 PANE AS SHOWN ON DRAWINGS
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SITELINE WOOD WINDOWS
SITELINE DOUBLE HUNG
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SITELINE WOOD WINDOWS
SITELINE DOUBLE HUNG



Page 6-11
SCALE: 3" = 1'-0"

JELD-WEN reserves the right to change specifications without notice.

SILL OPTIONS

Architectural Detail Manual
April 2015

SITELINE WOOD WINDOWS
SITELINE DOUBLE HUNG
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SITELINE WOOD WINDOWS
SITELINE DOUBLE HUNG
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SITELINE WOOD WINDOWS
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SITELINE DOUBLE HUNG





W­4500 CLAD­WOOD SWINGING

PATIO DOORS

Price Range: $$

MODEL 2­PANEL EXTERIOR

GRILLE DESIGNS

COLOR OPTIONS WHITE

Product Overview

Design Options

Glass Options

Build & Installation

Tech Documents

RELATED PRODUCTS

http://www.jeld-wen.com/


4500 Wood | JELD-WEN Doors & Windows

Features

1. Custom Capabilities: size, configuration, glass, grille design

2. Color Options: 21 clad exterior colors, 7 anodized clad exterior colors, choice of primed or 9 wood

interior finishes

3. Wood Options: Clad or Pine Exterior; Pine or Douglas Fir interior

4. Trim Options: exterior clad and wood trim profiles, interior wood trim profiles

5. Glass Options: LoE3®-366 insulating glass, LoE EC insulating glass, Preserve® protective film

(standard), Neat® glass (standard); textured glass, tinted glass, tempered glass, decorative glass

6. Maintenance Level: moderate

7. Project Type: new construction and replacement

8. ENERGY STAR® Qualified Options: yes

9. Sustainable Solutions: AuraLast® Wood (pine) with reduced VOCs is standard. Two wood-source

certification options are available on AuraLast® Wood: Sustainable Forestry Initiative® (SFI) or Forest

Stewardship Council™ (FSC®).

10. Warranty: 20 year general warranty, 10 year warranty on cladding, & Lifetime Limited Warranty against

rot and termites

11. Configuration: In-swing or out-swing

12. Continuous Frame & Sill: A continuous head and sill design, along with silicone injected corner keys in

the frame, contribute to superior resistance to air and water infiltration. Our new high performance and

energy efficient fiberglass sill allows water to drain away from the door, but also prevents high winds and

rain from entering. Sills can be designed at PG 35 (standard), PG 50*, or ADA ratings. *PG50 rating

available in select configurations. Consult your local dealer for more information.

13. Double Weather-Strip System: Our double weather-strip system contributes to its enhanced air and

water infiltration performance. Sills can be designed at PG 35 (standard), PG 50, or ADA ratings. *PG50

rating available in select configurations. Consult your local dealer for more information.

14. Grille Options: Simulated Divided Lites (SDL), Grilles Between the Glass (GBG), Full-Surround

removable wood grilles

Have a Question?

Our customer service team is happy to assist you



AUTHENTIC WOOD GLASS PANEL
EXTERIOR DOOR

Price Range: $$

MODEL 6206

WOOD OPTIONS

GLASS OPTIONS CLEAR

Product Overview

Design Options

Glass Options

Build & Installation

Tech Documents

RELATED PRODUCTS

http://www.jeld-wen.com/


AUTHENTIC WOOD ALL PANEL
EXTERIOR DOOR

Price Range: $$

MODEL 5066

WOOD OPTIONS HEMLOCK

Product Overview

Design Options

Build & Installation

Tech Documents

RELATED PRODUCTS

http://www.jeld-wen.com/




Horizon-Loc™
Residential and Commercial Roof Panel

16”  COVERAGE

4”

1”
¾”

FLYR_HLOC_150709.1EC



Gauge 26

Steel Thickness 0.0185”

Paint Thickness Top coat paint:  .80 mils
 Top coat primer:  .20 mils
 Bottom coat backer:  .35 mils
 Bottom coat primer:  .35 mils

Rust Protectant Substrate Galvalume® AZ50, painted
 Galvalume® AZ55, acrylic bare

Total Thickness of Panel .020

Steel Strength 50,000 PSI min

Paint System CentralGuard®, powered by Valspar®

Warranty 40 yr paint adhesion
 30 yr chalk and fade
 20 yr Galvalume® perforation warranty

Testing & Approvals

This concealed fastener panel allows you to have a beautiful roof without a single screw 
showing, giving you the advantage of a standing seam roof for less.  The panel snaps on easy to 
rapidly attach with no hand seaming, so installation is less expensive than traditional standing seam. It is ideal 
for residential roofing and light commercial applications applied over solid decking, and its durability ratings 
may lower insurance rates to save you money.  

• Installs over solid decking with 30lb. felt paper or equivalent. 

• Recommended minimum roof slope 3:12 pitch.

•  Available in 26 gauge painted AZ50 Galvalume®                                            
or AZ55 acrylic Galvalume® .

•  40-year limited paint warranty,                                                            
additional 20-year Galvalume®  warranty.

•  16” panel coverage.

• Panel length: 3’ to 40’ in 1” increments,                                                       
max. recommended length 35’.

•  Matching trims and accessories are available in both                           
hidden fastener and exposed fastener style.  

Horizon-Loc™
Residential and Commercial Roof Panel

Horizon-Loc™ Specs

w w w.CentralStatesMfg.com

16”  COVERAGE

4”

1”
¾”

Copyright © 2015, Central States Manufacturing, Inc., All Rights Reserved. 
Galvalume® is a registered trademark of BIEC International, Inc.

TESTING 
UL580  Uplift Resistance Test, 26 gauge
TAS 125-03  Uplift Resistance Test, 26 gauge
UL2218  Impact Resistance Test, 26 gauge
 
APPROVALS 
UL2218  UL Approval, Impact Resistance (Metal Forming Test)
UL580  UL Approval, Uplift Resistance
UL790  UL Approval, Fire Resistance, Class A
FL14026.1  Florida Approval, Roof Panel over Solid Decking (NON-HVHZ)
RC-423  Texas Windstorm Approval, 26 gauge over 1/2” thick plywood



Panel-Loc Plus™

Wall and Roof Panel

W W W. C E N T R A L S TAT E S M F G . CO M

Copyright © 2015, Central States Manufacturing, Inc., All Rights Reserved.
Galvalume® is a registered trademark of BIEC International, Inc.

FLYR_PLP_151203

•  Employs a drain channel that guards 
against wind, rain,  and snow; 
minimizing leaks.

•  Wide fastening surface for easy 
application.

•  Unique lap groove hides the overlap, 
giving a smooth, clean appearance.

Panel-Loc Plus™ provides superior durability by adding a striation on 
top of the rib, giving it even more strength and protection against 
leaking.  Available in 3 options, Panel-Loc Plus™ gives residential, 
agricultural, and light commercial projects the protection of steel 
with an attractive appearance. 

Panel-Loc Plus™ from Central States® has become the standard for 
excellence in the industry.

Superior durability with
an attractive appearance
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For a small amount more
upgrade to

For more information visit
www.AllMetalNotEqual.com

CENTRALGUARD®
PROTECTION

FADE 
RESISTANCE

DENT 
RESISTANCE

RUST 
RESISTANCE

WARRANTY

Prime
29 Gauge

The industry leader

Yes

40% 
More Resistance  

Than Thrifty

40% 
More Resistance  

Than Thrifty

135% 
More Coating  
than Thrifty

20 Year Rust-Through

30 Year Chalk & Fade

40 Year Paint Adhesion

Thrifty
29 Gauge

Least expensive option

No

Basic
Resistance

Basic
Resistance

Basic
Coating

NO Rust-Through 

NO Chalk & Fade  
20 Year Paint Adhesion

Ultra
26 Gauge

Yes

40% 
More Resistance  

than Thrifty

223% 
More Resistance  

than Thrifty

135% 
More Coating  
than Thrifty

20 Year Rust-Through

30 Year Chalk & Fade

40 Year Paint Adhesion

Choose a panel quality 
that works best for your 
project and budget.

GAUGE
 Ultra 26ga    |    Prime 29ga

STEEL THICKNESS 
 Ultra  0.0185”    |    Prime  0.0150”

PAINT THICKNESS 
 Top coat paint:  .80 mils
 Top coat primer:  .20 mils
 Bottom coat backer:  .35 mils
 Bottom coat primer:  .35 mils

TOTAL THICKNESS
 Ultra 0.0202”    |    Prime 0.0167”

RUST PROTECTANT SUBSTRATE 
 Galvalume® AZ55, acrylic bare
 Galvalume® AZ50, painted

STEEL STRENGTH
 80,000 PSI min

PAINT SYSTEM
 CentralGuard®, powered by Valspar®

WARRANTY
 40 yr paint adhesion
 30 yr chalk and fade
 20 yr Galvalume® perforation warranty

TESTING 
 TAS 100-95 Wind Driven Rain Test
 TAS 125-03 Uplift Resistance Test, 
  29 gauge
 UL580 Uplift Resistance Test, 
  29 gauge
 ASTM-E455 Diaphragm Shear
  Standard Test, 26 gauge
 ASTM-E455 Diaphragm Shear
  Standard Test, 29 gauge

APPROVALS
 UL2218 UL Approval,
  Impact Resistance
 UL580 UL Approval,
  Uplift Resistance
 UL790 UL Approval,
  Fire Resistance, Class A
 RC-325 Texas Windstorm Approval,
  29 gauge over wood purlins
 RC-326 Texas Windstorm Approval,
  29 gauge over decking
 FL14026.2 Florida Approval,
  Roof Panel over 15/32”
  Plywood
 FL14026.3 Florida Approval,
  Roof Panel over 15/32”
  Plywood (NON-HVHZ)
 FL14026.4 Florida Approval,
  Panel over 2X4’s (NON-HVHZ)

SPECIFICATIONS
ULTRA AND PRIME

TESTING & APPROVALS

PREMIUM
OPTION



Panel-Loc™
Wall and Roof Panel

36”  COVERAGE
9”

  5/8” 

 WWW.CENTRALSTATESMFG.COM                            December 2013

Central States Manufacturing Inc.
PANELLOCFLYER131210EC



Panel-Loc™
Wall and Roof Panel

Panel-Loc™ is the classic panel for post frame barns and buildings.   Available in 26- 
and 29-gauge metal panels, Panel-Loc™ gives agricultural and light commercial projects, as well as 
residential roofs, the protection of steel with an attractive appearance. The Panel-Loc™ profile from 
Central States Mfg. is a reliable low rib metal building panel.

Rustic
Tan
Hunter
Charcoal
Gray
Lt. Stone
Burnished Slate

Brown
Alamo
Forest
Ocean
Burgundy
Crimson
Gallery

Taupe
Ivory*
Gold*
Black*
Arctic
Copper Metallic

LOWELL, AR 800-356-2733
MICHIGAN CITY, IN 800-638-2565
CEDAR HILL, TX 800-210-8305
JASPER, AL 866-270-6608
MOUNT AIRY, NC 877-813-2111
HARTFORD, SD  877-361-4763
WWW.C EN T R A L S TAT E SMFG . COM

36”  COVERAGE
9”

  5/8” 

Gauge 29 and 26 gauge
Steel Thickness 29 ga, .0150 min
 26 ga, .0185 min
Paint Thickness Top Coat Paint:  .80 mils
 Top Coat Primer:  .20 mils
 Bottom Coat backer:  .35 mils
 Bottom Coat Primer:  .35 mils
Total Thickness of Panel 29 ga, .0167
 26 ga, .0202
Rust Protectant Substrate Galvalume AZ50, Painted
 Galvalume AZ55, Acrylic Bare
Steel Strength 80,000 PSI min
Paint System CentralGuard, powered by Valspar’s WeatherX
Warranty 40 yr paint adhesion
 30 yr chalk and fade
 20 yr galvalume perforation warranty
UL Ratings UL2218, Class 4 for Impact Resistance
 UL790 for Fire Resistance
Colors

Panel-Loc™ Specs

Panel Profile

*29 Gauge only

AVAILABLE AT:

Copyright © 2013 by Central States Manufacturing, Inc.

•  Recommended for pitches 3:12 and above.

• Featuring a siphon groove drain channel that 
guards against wind, rain, and snow; eliminating 
leaks.

•  36” panel coverage.

•  Unique lap groove hides the lap, giving a smooth, 
clean appearance.

• Thrifty product line available.

• Customers may experience longer lead times as 
this panel is only produced in our Lowell, AR facility.   

Siphon 
Groove



Haida Skirl
Haida Bevel
Products
Haida Story
Photos
Application
About
Contact

Haida Skirl Wavy Edge Cedar Siding

Real Cedar Siding

http://www.haidaforest.com/
http://www.haidaforest.com/haida-skirl-wavy-edge-cedar-siding/
http://www.haidaforest.com/haida-bevel-cedar-siding/
http://www.haidaforest.com/products/
http://www.haidaforest.com/story/
http://www.haidaforest.com/photos/
http://www.haidaforest.com/application/
http://www.haidaforest.com/about/
http://www.haidaforest.com/contact/
https://vimeo.com/81629994


Download our Haida Skirl brochure.

Haida Skirl is produced from carefully selected Western Red Cedar. Cedar's natural characteristics protect against decay and insects, ensure materials
stay straight, lay flat, and provide an excellent base for paints and stains. Quality coating systems can be used with confidence for a variety of
decorative effects. This is an outstanding advantage of real wood Cedar siding. As a result, your creativity is not limited to one colour or style.

Each piece of Haida's Skirl is carefully inspected and all knots Permi-fused where necessary to provide a 100% tight tight knot grade. It is the only
wavy edge siding that is manually produced by specially trained operators, as a result each piece is unique. The extra thickness of Haida Skirl siding
provides a deeper shadow line which emphasizes and enhances Haida Skirl's appearance.

Special Features
Sawn textured, fine grained to accentuate the natural beauty inherent in Western Red Cedar.
100% tight knot or Permi-fused.
Also available in Clear grades.
High percentage of heartwood for added durability.

Specifications
Moisture Content - Kiln dried to 14% average moisture content to ensure maximum stability.
Lengths - 3 - 20' Odd & Even (Min. 70% 8' & longer, Maximum 12% 3 - 5').
Sizes available

15/16 x 10 or 12
7/8 x 8
11/16 x 8 or 10
Haida Majestic Skirl - 1 3/8"x10 or 12

Download and read the Environmental Product Declaration.

 
8818 Greenall Avenue, Burnaby, BC V5J 3M7, Canada
Local (604) 437-3434 Toll Free 1-866-553-9663

http://www.haidaforest.com/pdf/HaidaSkirl.pdf
http://www.haidaforest.com/pdf/HaidaSkirl.pdf
http://www.realcedar.com/wp-content/uploads/2013/06/WRC-Lumber-EPD-2014-smaller-file-size.pdf
http://www.realcedar.com/
http://www.nawla.org/
http://www.bcwood.com/
http://iwpabc.com/
http://www.realcedar.com/why-real-cedar/sustainability/















































